
REPLACEMENT PARTS

November 2013

Detector check 
valve Model F

Manufactured 
4”   1984 - 1993
6”   1985 - 1993
8”   1985 - 1993 

ITEM
NO.

PART NUMBER
DESCRIPTION MATERIAL

NO. REQ'D
4"                       

 F-1 & F-2 
6"                       

F-1 & -2
8"                       

    F-1 & F-2 4" 6" 8"
1 -- -- -- Body Ductile Iron 1 1 1

2 * * * Screw Zine Plated Steel 10 10 10

3 -- -- -- Cover  Galvanized Steel 1 1 1

4 05724B 05998B 06080C Cover Gasket SBR Rubber 1 1 1

5 -- -- -- Data Plate Aluminum/Brass 1 1 1

6 03915A 03915A 03915A Vent Washer Polyproplene 1 1 1

7 03914A 03914A 03914A Vent Screw Brass 1 1 1

8 -- -- -- Clapper Arm Polycarbonate 2 2 2

9 -- -- -- Pivot Shaft Brass 2 2 2

10 -- -- -- Flat Washer Stainless Steel 2 2 2

11 -- -- -- Retaining Ring Stainless Steel 2 2 2

12 -- -- -- Pivot Pin Stainless Steel 1 1 1

13 -- -- -- Pipe Plug Cast Iron/Brass 1 1 1

14 -- -- -- Reducing Bushing Brass 1 1 1

15 -- -- -- Retainer Stainless Steel 1 1 1

16 * * * Clapper Nut Stainless Steel 3 4 4

17 -- -- -- Seat Brass Casting 1 1 1

18 * * * Clapper Rubber EPDM 1 1 1

19 -- -- -- Clapper Stainless Steel 1 1 1

20 * * * Clapper Screw Stainless Steel 3 4 6

21 * * * Clapper Sealing Washer Stainless Steel/Neoprene 3 4 6

22 -- -- -- Hinge Pin Stainless Steel 1 1 1

23 -- -- -- Retaining Ring Stainless Steel 2 2 2

24 -- -- -- Weight  Lead 1 1 1

25 -- -- -- Hinge Pin Stainless Steel 1 1 1

26 -- -- -- Retaining Ring Stainless Steel 2 2 2

27 -- -- -- Flat Washer Stainless Steel 2 2 2

--Indicates no replacement part available

*Indicates replacement part only available in Sub-Assembly listed below.

Sub-Assemblies

2, 4, 16, 
20, 21

12577 12578 12579 Replacement Rubber Kit

Valve Take-out

4” - 16-1/2”	 (419,1 mm)
6” - 18-1/2”	 (469,9 mm)
8” - 21”	 (533,4 mm)


