Protect challenging areas with less water, fewer sprinklers and reduced piping

**Attic Sprinklers**

- **V-EP VK690**
  - Eave Protection
  - 5.6 K-factor

**Interstitial Space Sprinklers**

- **COIN® VK950**
  - Interstitial Space Quick Response
  - 5.6 K-factor

- **COIN® VK900**
  - Interstitial Space Quick Response
  - 4.2 K-factor

- **COIN® VK901**
  - Interstitial Space Quick Response
  - 4.2 K-factor Fusible Element

**Attic Upright**

- **V-HIP**
  - Attic Hip
  - 5.6 K-factor
  - VK660

- **V-SD**
  - Single Directional
  - 5.6 K-factor
  - VK693, VK694, VK695

- **Attic Upright**
  - 5.6 K-factor VK697
  - cULus Listed for use with V-HIP, V-BB, V-SD, and/or V-EP models

**Back-to-Back**

- **V-BB**
  - 5.6 K-factor
  - VK684, VK685, VK686

- **V-BB**
  - 8.0 K-factor
  - VK681, VK682, VK683

**Quick Response**

- **COIN® VK900**
  - 4.2 K-factor
  - VK693, VK694, VK695

- **Attic Upright**
  - 4.2 K-factor VK696
  - cULus Listed for use with V-HIP, V-BB, V-SD and/or V-SD models

**Attic Upright**

- **Attic Upright**
  - 5.6 K-factor VK697
  - cULus Listed for use with V-HIP, V-BB, V-SD, and/or V-EP models

---

Viking’s revolutionary Sprinkler Selector ensures that you can find the right sprinkler for the job — every time. Get started by visiting webtools.vikingcorp.com/sprinklerselector.

MKT-0009

General reference only. Prior to the design, layout, and/or installation of any sprinkler system, please refer to Viking’s technical documentation and consult with the AHJ.