
Storage | ESFR Dry Pendent Sprinkler

 Occupancy/Hazard:  Storage 

 Model Numbers:  VK502, 14.0 K-factor
  VK504, 16.8 K-factor

 Listings/Approvals:  cULus Listed, FM Approved

 Temperature Ratings:  165°F (74°C) and  
  205°F (96°C) (VK504 only)

 Operating Element:  Fusible Link

 Connections:  1-1/2” Threaded NPT 
  1-1/2” Grooved (VK504) 
  2” Grooved (VK502)

 Available Lengths:  18”, 24”, 30”, 36”
  (see technical datasheet  
  for exact lengths) 

 Item Price Group: V151 (VK502)
  V152 (VK504) 

 Technical Datasheets: F_042012 (VK502)
  F_062613 (VK504)

Viking’s UL Listed and FM Approved dry ESFR sprinklers combine the 
suppression benefits of an ESFR with the advantages of a dry type sprinkler 
for cold storage facilities. When supplied from a wet pipe system installed 
in a conditioned space, Viking’s ESFR dry type sprinklers allow for the 
protection of certain cold storage facilities with ceiling only sprinklers.  
The elimination of in-rack sprinklers and preaction systems provides for a 
lower total installed cost, reduced service and maintenance requirements, 
and greater racking flexibility, while also helping to minimize potential 
damage by forklifts. Additional features and benefits include:

  Early Suppression Fast Response (ESFR) sprinklers specifically designed to 
suppress high-challenge storage fires.

  Two available models: K14.0 (VK502) and K16.8 (VK504), both UL Listed 
and FM Approved.

  Larger 16.8 K-factor (Model VK504) enables lower pressures, which  
may allow for reduced sizing of system piping, fire pumps, and  
other components.

  Intended for cold storage facilities where wet system piping is installed  
in a conditioned space above the insulated ceiling, often referred to as 
box-in-box construction (must be installed on wet pipe system only).

  Viking’s dry ESFR sprinklers are approved to protect the same commodities 
and storage arrangements as their corresponding standard (wet) ESFR 
sprinklers with same K-factor. General reference only. Prior to the design, layout, and/or 

installation of any sprinkler system, please refer to Viking’s 
technical documentation and consult with the AHJ.
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Contact your local Viking SupplyNet team to place an order today! 

The Viking Corporation
210 N. Industrial Park Drive, Hastings, MI 49058

Telephone: (269) 945-9501
www.vikinggroupinc.com


